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INTERACTIVE MULTIDIMENSIONAL
DRILLDOWN ANALYSIS

BACKGROUND

Business intelligence systems enable organizations to ana-
lyze large amounts of business data. As the sophistication of
these systems increases, they are able to perform more com-
plex data analyses. While these systems have been technically
able to perform complex data analyses, the different varia-
tions and combinations of the individual components of a
complex analysis had precluded the use of pre-defined analy-
sis sequences. As a result, business intelligence system users
have had to manually combine different analytical steps to
perform a complex analysis.

Once the analytical steps were manually combined by the
user and the complex analysis was subsequently performed,
the user had to manually retrace the analytical steps to make
any adjustments or modifications to one or more of the steps.
Some users also had to manually propagate an adjustment or
modification to one of the steps to other steps as well. Once
the adjustments and/or modifications were complete, the
analysis was re-performed, and the entire process was
repeated if any further adjustments or modifications were
necessary. Such processes are time consuming, inefficient,
and burdensome to business intelligence users. There is a
need for a data analysis framework that is able to support
complex data analyses while enabling user to quickly modify
their analyses without having to manually retrace the analyti-
cal steps or propagate their modifications.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows an exemplary process for analyzing business
intelligence data.

FIG. 2 shows an exemplary user interface.

FIG. 3 shows an exemplary subsequent user interface to
that shown in FIG. 2.

FIG. 4 shows an exemplary subsequent user interface to
that shown in FIG. 3.

FIG. 5 shows an exemplary subsequent user interface to
that shown in FIG. 4.

FIG. 6 shows an exemplary subsequent user interface to
that shown in FIG. 5.

FIG. 7 shows an exemplary subsequent user interface to
that shown in FIG. 6.

FIG. 8 shows an exemplary subsequent user interface to
that shown in FIG. 7.

FIG. 9 shows an exemplary architecture.

DETAILED DESCRIPTION

Business intelligence data may be analyzed in an embodi-
ment by sequentially selecting analytical functions to be
applied to the business intelligence data. The analytical func-
tions may be selected from a set of chips displayed in a chip
selection area. Each chip may be displayed in a form of a
selectable object and may correspond to a different function
to be applied to the business intelligence data. The selectable
object may be, but is not limited to, a selectable image, icon,
hyperlink, text, or any other type of selectable object.

Once a user selects a first chip from the set of chips, the
function associated with the selected chip may be applied to
the business intelligence data. The selected chip may also be
added to an analysis path, which may display the selected
chip along with other selected chips in a linear sequence
corresponding to a sequential order in which the chips were
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selected. A result of applying the function associated with the
selected chip may then be outputted for display in a result
window.

Each result outputted for display to the user in the result
window may include one or more selectable data points. For
example, if the outputted result includes a line chart or graph
that displays information as a set of data points connected by
lines, then the selectable data points may include one or more
of the data points connected by the lines, one or more of the
lines, or one or more of the line segments between the data
points. As another example, If the output result include a list
of items, then the selectable data points may include one or
more items in the outputted list.

A selection of one or more of these selectable data points
from the result displayed in the result window may then be
made. Once the selection is made, all subsequent analysis
functions applied to the business intelligence data may be
limited to only those selected data points. To limit subsequent
functions, each of the functions associated with a respective
chip in the set of chips may be modified to limit the analysis
and/or a result of the analysis of the function to the data point
selection. Thereafter, the set of chips with the modified func-
tions may be represented to the user for selection and the
process may be repeated by applying the modified function to
the business intelligence data. Each time the process is
repeated, the selected modified chip may be added to the
analysis path in its sequential order of selection and the func-
tions in subsequent selected chip may be further modified
based on the data points selected from the result of applying
the selected modified chip function to the business intelli-
gence data.

This may repeat until a desired final result is obtained, at
which the desired final result may be outputted as a final result
of the process. The selected chips presented in the analysis
path also may be used to recall and/or modify data points
selected from the results of applying the function in a previ-
ously selected chip. If the selected of the recalled data points
from a previously selected chip is changed, the changes may
be implemented at each of the subsequently selected chips.
The changes may be implemented by modifying the functions
associated with each of the subsequently selected chips in the
analysis path based on the new data point selection.

FIG. 1 shows an exemplary process for analyzing business
intelligence data. In some instances the exemplary process
may be stored as a set of instructions in a computer readable
medium that when executed by a processing device, cause the
processing device to execute the process. In box 101, two or
more chips may be displayed in a chip selection area of a user
interface. Each of the chips may represent a function to be
applied to the business intelligence data. The function may
include any type of function including, but not limited to, a
mathematical function, a logical function, a statistical func-
tion, a grouping function, and a data analysis function.

In some instances, the process may wait until a chip is
selected from those displayed in the chip selection area. In
box 102, once a chip selection has been made from the chip
selection area, an instruction may be generated and/or trans-
mitted to a data analysis system that analyzes business intel-
ligence data. The instruction may direct the data analysis
system to apply the function associated with the selected chip
to the business intelligence data and transmit a result. The
result may include two or more data points.

Oncethe resultis received from the data analysis system, in
box 103, the result and/or the two or more data points received
from the data analysis system may be displayed in a result
window of the user interface. The two or more data points that
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are displayed in the result window of the user interface may be
designated as selectable in the result window.

In some instances, the process may wait until at least one of
the data points is selected from the result window. In box 104,
once the data point selection has been made from the result
window, the functions in at least some of the plurality of chips
may be modified by limiting the respective functions to data
associated with the data point selection. In some instances,
the data point selection may include a selection of one data
point and/or more than one data point.

In box 105, the steps in boxes 101 to 104 may be repeated
one or more times. During each repetition of these steps, the
chips that are displayed in the chip selection area in box 101
may include those chips having modified functions in box
104. Once a chip having a modified function selected is from
those displayed in box 101, the instruction in box 102 may
direct the data analysis system to apply the modified function
to the business intelligence data, the results of which may be
displayed in box 103. Each time the steps in boxes 101 to 104
are repeated, any modifications to the functions that are made
may be cumulative to any previous modifications. In this
regard, each modification to the functions may further limit
the respective functions to each additional data point selec-
tion in each repetition in addition to any earlier data point
selections.

In box 110, each chip selected from the displayed chips in
the chip selection area of box 101 may be displayed in an
analysis path in a sequential order of selection from the chip
selection area of box 101. Thus, if the steps in boxes 101 to
104 are repeated five times, with one of the chips selected
each time, the analysis path may show each of the five
selected chips in the order that they were selected from the
chip selection area in box 101.

The steps in boxes 110 to 113 may occur independently
from those in boxes 101 to 105 and need not occur linearly or
sequentially to the steps in boxes 101 to 105. For example, the
step in box 110 of displaying each chip selected from the chip
selection of box 101 in the analysis path may occur immedi-
ately after a chip displayed in the chip selection area of box
101 is selected, every time that such a chip selection occurs.
In some instances, the step in box 110 may occur after the data
points of the result are displayed in the result window in box
103. In other instances, the step in box 110 may occur after a
data point selection is made from the data points displayed in
the result window in box 103. The steps in boxes 110 to 113
may be performed in parallel to and/or in between the steps in
boxes 101 to 105. In addition, the steps in box 111 to 113 may
be performed in parallel to and/or independent of the step in
box 110.

Once two or more selected chips are displayed in the analy-
sis path, a user may use the analysis path to navigate back
and/or revisit a previously selected chip. One or more of the
chips displayed in the analysis path may also be deleted or
rearranged. In some instances, chips may be rearranged by
dragging them to a different position in the analysis path.
Thus, dragging the third chip to the start of the analysis path
may cause the third chip to be moved to the first chip position.
The functions associated with each chip may be applied to the
business intelligence data based on the chip order in the
analysis. As a result, if the order of the chips in the analysis
path changes, the functions associated with each chip may be
applied in a different order, which may cause an output
change. Similarly, if a chip is deleted, the function associated
with that chip may no longer be applied to the business
intelligence data, which may also cause an output change. In
box 111, once a user has selected a particular chip in the
analysis path, the results and/or data points associated with

10

25

30

40

45

4

the selected chip in the analysis path may be accessed and
then redisplayed in the result window.

Once the data points have been redisplayed in the result
window, a new data point selection may be made from those
redisplayed in the result window. Once a new data point
selection is made, in box 112, each of the functions associated
with each of the chips in the analysis path following the
selected chip in the analysis path may be modified. The func-
tion modification in box 112 may re-limit each respective
function to data associated with the new data point selection
from the redisplayed points in box 111 instead of any prior
point selection from the data points displayed in box 103.

In box 113, an instruction may be generated and/or trans-
mitted to a data analysis system that analyzes business intel-
ligence data. The instruction may direct the data analysis
system to calculate an updated result in each of the chips in
the analysis path following the selected chip. A final or
desired updated result may then be outputted as an end result.
The configuration of chips in the analysis path may also be
saved and recalled at a later time. The saved chip configura-
tion data may include an identifier of each chip selected for
inclusion in the analysis path, an identifier of an order of each
selected chip in the analysis path, and/or an identifier of any
selected filters, data points, options, functions, or other data
associated with the chips that is to be later recalled.

FIG. 2 shows an exemplary user interface. The user inter-
face in this example is divided into three sections, a first
section 210, a second section 230, and a third section 250. The
user interface may be divided differently in other embodi-
ments and need not include the section shown. The first sec-
tion 210 shows an exemplary analysis path. The analysis path
may display chips selected from the chip selection area,
which is shown in the second section 230, in a sequential
order of selection from the chip selection area.

The analysis path may include an arrangement 211 for
adding a chip to the analysis path. In this example, the
arrangement 211 is a selected add chip image. Upon selecting
or activating the add chip image arrangement 211, the chip
selection area and/or chips in the chip selection area may be
displayed in the second section 230 of the user interface.

In this example, the chips in the chip selection area include
a line graph chip 231, a map chip 232, a text chart chip 233, a
scatter chart chip 234, a pie chart chip 235, a stacked chart
chip 236, a bar chart chip 237, and a filter chart chip 238. Each
of'the chips 231 to 238 may have a functions associated with
the respective chip that is capable of analyzing the business
intelligence data and generating a result, including at least
two data points, in the respective format.

Thus, the line graph chip 231 may be associated with a
function for analyzing the business intelligence data, plotting
data points, and generating a line graph as a result. The map
chip 232 may be associated with a function for analyzing
business intelligence data based on geography and displaying
the results in a map format with regional data points. The text
chart chip 233 may be associated with a function for subdi-
viding or categorizing business intelligence data into select-
able groups. Each of the other chips 234 to 238 may be
associated with respective functions capable of analyzing the
business intelligence data and generating corresponding
results.

In some instances, one or more of the chips shown in the
chip selection area and/or analysis path may include a picto-
rial representation of a function associated with the chip.
Thus, the line graph chip 231 may show a line graph, the map
chip 232 may show a map, the text chart chip 233 may show
a text chart, and so on. The pictorial representation may
include an exemplary or actual graphical output format of a
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result of applying the function associated with the chip. In
some instances the pictorial representation may be updated to
depict an updated result or an updated data selection from a
result.

The third section 250 may include additional filtering cri-
teria that apply universally to all analysis of business intelli-
gence data. In this example, the third section 250 includes a
time frame including a timeline with a moveable visual indi-
cator 251 and 252 for adjusting each of the selectable start
date 251 and the selectable end date 252 to identify the par-
ticular dates of interest. The business intelligence data that is
subsequently analyzed may be limited to the set of data with
the selected date range.

FIG. 3 shows an exemplary subsequent user interface to
that shown in FIG. 2 when the map chip 232 in FIG. 2 is
selected from the chip selection area in the second section
230. Once the map chip 232 is selected, an instruction may be
sent to the data analysis system to apply the function associ-
ated with the map chip 232 to the business intelligence data
(which in this case is limited to the data in the data range
between the start selector 251 and end selector 252). The
second section 230 of the interface may then be transitioned
from the chip selection area to a result window showing the
data points and/or result of applying the function to the busi-
ness intelligence data. Additionally, the selected map chip
232 may be added to the analysis path in the first section 210.
Since the map chip 232 is the first selected chip in this
example, it may appear first in the analysis path.

In this case, the function associated with the map chip 232
may be function for calculating an average days sales out-
standing (DSO) for regions T to Z which is then displayed in
a regional map. In other instances, the function associated
with a map chip may vary. In this example, the average DSO
for region X may be between 30 and 60 days, region Y may be
between 0 and 30 days, and region Z may be between 60 and
90 days. Regions T and U may have insufficient data. Hatch
marks may be used to depict the calculated result in the map
and also to identify the selectable data points 310. In this
example, regions X, Y, and Z may each be selectable 310 in
the map. In some instances, item appearing in the legend,
such as the horizontal hatch marks for days O to 30, angled
hatch marks for days 30 to 60, and vertical hatch marks for
days 60 to 90 may also be selectable to quickly selectall of the
regions in the map satistying the selected items. Regions T
and U, which have insufficient data, need not be selectable.

Each of the selectable data points 310 may be displayed in
a pictorial format and change appearance upon selection to
visually indicate to the user which data points have actually
been selected and which have not. The pictorial format may
include, but is not limited to, a graphical format, a map for-
mat, and a chart format.

FIG. 4 shows an exemplary subsequent user interface to
that shown in FIG. 3 when Region X is selected from the
result window in the second section 230 and the add chip
arrangement 211 is activated. Once Region X is selected, each
of'the functions associated with the chips in the chip selection
area may be modified to further limit the functions to data
within the selected region X. The result window in the second
section 230 may be replaced with the chip selection window.
Each of the chips 231 and 233 to 239 displayed in the chip
selection window may be updated to cause the respective
modified function to be applied the business intelligence data.
Thus, selecting the line graph chip 231 may limit the appli-
cation of the associated line graph plotting function to busi-
ness intelligence data in Region X. Selecting the map chip
239 may also limit the application of the associated map
function to data in region X. Thus, if map chip 239 is now

10

15

20

25

30

35

40

45

50

55

60

65

6

selected, the function may be applied to and the results may
show data for only those sub-areas within region X. The
functions associated with each of the other chips 233 to 238
may also be similarly modified to limit data to Region X.

Additionally, in some instances as discussed previously,
the pictorial representations of a chip may be updated as
changes occur. Thus, as shown in FIG. 4, after region X is
selected in the result window, the pictorial representation of
map chip 232 displayed in the analysis path may be updated
to show the selection of Region X and/or a result displayed in
the result window. One or more of the pictorial chip repre-
sentations displayed in the chip selection area of FIG. 4 may
also be updated based on the selection of Region X in the
result window. For example, as shown in FIG. 4, map chip 239
in the chip selection area may be updated to show the sub-
areas within Region X.

FIG. 5 shows an exemplary subsequent user interface to
that shown in FIG. 4 when the line graph chip 231 in FIG. 4 is
selected from the chip selection area in the second section
230. Once the line graph chip 231 is selected, an instruction
may be sent to the data analysis system to apply the function
associated with the line graph chip 231 to the business intel-
ligence data (which in this case is limited to both the data in
the data range between the start selector 251 and end selector
252 and the data in region X based on the previously selection
of'the data point 310 associated with Region X in FIG. 3). The
second section 230 of the interface may then be transitioned
from the chip selection area to a result window showing the
data points and/or line graph result of applying the function to
the business intelligence data in Region X. Additionally, the
selected line graph chip 231 may be added to the analysis path
in the first section 210. Since the line graph chip 231 is
selected after the map chip 232, the line graph chip 231 may
appear next to the map chip 323 in the analysis path.

Inthis case, the function associated with the line graph chip
231 may be function for calculating an average days sales
outstanding (DSO) on a monthly basis for each division, that
was also modified to limit the results to divisions within
Region X, after the selection of Region X from the result
window in FIG. 3. The results for the three Divisions A, B,
and C, are shown in the result window in the second section
230 of FIG. 5. The plotted monthly data points for each of the
three Divisions A, B, and C within Region X may be inde-
pendently selectable data points 310. Additionally, all of the
data points associated with one or more of the Divisions A, B,
C, may also be selectable 310 from the legend shown below
the graph (in FIG. 5, Division C is shown as selected with the
check mark).

FIG. 6 shows an exemplary subsequent user interface to
that shown in FIG. 5 when all of the displayed data points
associated with Division C are selected from the result win-
dow in the second section 230 and the add chip arrangement
211 is activated. Once the Division C data points are selected,
each of the functions associated with the chips 233 to 240 in
the chip selection area may be modified to further limit the
functions to data within Division C, in addition to the prior
modification limiting the functions to data within Region X.
The result window in the second section 230 may be replaced
with the chip selection window. Each of the chips 233 to 240
displayed in the chip selection window may be updated to
cause the respective modified function to be applied the busi-
ness intelligence data once a respective chip is selected. Thus,
selecting the scatter chart chip 234 may further limit the
application of the associated scatter chart plotting function to
business intelligence data in both Division C and Region X.
The functions associated with each of the other chips 233 and
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235 to 240 may also be modified to limit the function to data
in both Division C and Region X.

Additionally, in some instances as discussed previously,
the pictorial representations of a chip may be updated as
changes occur. Thus, as shown in FIG. 6, after Division C is
selected in the result window of FIG. 5, the pictorial repre-
sentation of line graph chip 231 displayed in the analysis path
may be updated to show the selection of Division C and/or the
data points associated with Division C. One or more of the
pictorial chip representations displayed in the chip selection
area of FIG. 4 may also be updated based on the selection of
Division C in the result window.

FIG. 7 shows an exemplary subsequent user interface to
that shown in FIG. 6 when a previous chip, in this example,
the map chip 232, is selected in the analysis path of the first
section 210 of the user interface. In this example, once the
map chip 232 in the analysis path is selected, the result asso-
ciated with the map chip 232 (as shown in result window in
the second section 230 of FIG. 3) may be retrieved. The chip
selection area shown in the second section 230 of the user
interface in FIG. 6 may be removed from the second section
230 of the user interface and replaced with the retrieved
result. Once the retrieved result is redisplayed in the second
section 230 result window, another of the three selectable
regions may be selected 710, which in this example is Region
Y instead of Region X.

FIG. 8 shows an exemplary subsequent user interface to
that shown in FIG. 7 when RegionY is selected 710 instead of
Region X in the second section 230 result window of FIG. 7.
Once RegionY is selected, the pictorial representation of the
map chip 232 in analysis path in the first section 210 may be
updated to show the selection of RegionY instead of Region
X. Additionally, the function associated with the line graph
chip 231 may also be modified to limit the application of the
associated line graph plotting function to business intelli-
gence data in Region Y instead of Region X. An instruction
may be sent to the data analysis system to apply this modified
function associated with the line graph chip 231 to the busi-
ness intelligence data (which in this case is now limited to the
data in Region Y instead of Region X).

Once the result of applying the modified function to the
data in Region Y is received, the corresponding result may be
updated and the pictorial representation of the line graph chip
231 in analysis path in the first section 210 may be also
similarly updated. Additionally, the functions associated with
any new or subsequent chips may also be updated to limit the
application of the functions to the business intelligence data
in RegionY instead of Region X.

Thus, if the arrangement 211 for adding an additional chip
is activated, each of the chips 233 to 240 displayed in the chip
selection window may also be updated to limit the application
of the functions to the business intelligence data in Region Y
instead of Region X without otherwise changing the respec-
tive functions. Thus, selecting the scatter chart chip 234 may
further limit the application of the associated scatter chart
plotting function to business intelligence data in both Region
Y and Division C (since the selection of Division C in the line
graph chip 231 result window as shown in FIG. 5 has not been
changed). The functions associated with each of the other
chips 233 and 235 to 240 may also be modified to limit the
function to data in both Region Y and Division C.

FIG. 9 shows an exemplary architecture. Data analysis
system 910 may include a computer readable medium 515
storing application modules that may include a user interface
module 920 and/or a software component of analytical mod-
ule 930. In some instances, these modules 920 and 930,
and/or other modules or components of the data analysis
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system 910 may be stored in a memory 503 or data structure
505 that is separate from the computer readable medium 515
and/or the data analysis system 910.

The user interface module 920 may include instructions
executed by processing device 502. These instructions may
include instructions for displaying a plurality of chips in a
chip selection area. Each chip may represent a function to be
applied to business intelligence data 971 that may be stored in
network storage device 560 and/or second system 970. The
instructions may also include instructions for detecting a chip
selection from the displayed chip selection area, displaying a
plurality of data points of a result received from a second
system in a result window detecting a data point selection
from the displayed result in the result window, displaying in
an analysis path each of the chips selected from the chip
selection area in a sequential order of selection, and detecting
a chip selection from the analysis path.

The analytical module 930 may include a software and/or
hardware components, such as a communications device 504,
that may be capable of using the communications device 504
to instruct the second system 970 over the communications
network 550 to apply the function associated with the selected
chip to the business intelligence data 971 and transmit the
result back to the data analysis system 910 after a chip is
selected from the chip selection area.

The analytical module 930 may also be capable of modi-
fying the functions in at least some of the plurality of chips by
limiting the respective functions to one or more selected data
points after the one or more data points have been selected
from a displayed result.

The analytical module 930 may also be capable of trigger-
ing a redisplay of the data points of a result associated with a
selected chip from the analysis path in the result window after
a chip selection in the analysis path is detected.

The analytical module 930 may also be capable of modi-
fying each of the functions in each of the chips in the analysis
path following a selected chip according to the data point
selection from the triggered redisplay of data points and then
instructing the second system 970 to calculate an update
result in each of the chips in the analysis path following the
selected chip after one or more data points are selected from
the triggered redisplay of data points.

Data analysis system 910 may be connected to a network
550. Network 550 may include a LAN, WAN, bus, or the
Internet. Data analysis system 910 may interface with other
systems and components depending on the application. For
example, a network/data storage device 560 may be used to
store the different types of data structures, including business
intelligence data 971. The storage device 560 may be a part of
a second system 970.

In some embodiments the network storage device 560 may
also be separate from the business management system 370
but connected to it through network 550. The storage device
560 may contain a hard disk drive, flash memory, or other
computer readable media capable of storing data. Other exter-
nal systems and data sources may also be connected to net-
work 550. These other systems may be used to supply addi-
tional data or information used by the data analysis system
910 or the second system 970, such as, for example, financial,
customer, or other organizational data.

Each of the systems, clients, and devices in FIG. 9 may
contain a processing device 502, memory 503 storing loaded
data or a loaded data structure 505, and a communications
device 504, all of which may be interconnected via a system
bus. In various embodiments, each of the systems 910 and
970 may have an architecture with modular hardware and/or
software systems that include additional and/or different sys-
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tems communicating through one or more networks. The
modular design may enable a business to add, exchange, and
upgrade systems, including using systems from different ven-
dors in some embodiments. Because of the highly customized
nature of these systems, different embodiments may have
different types, quantities, and configurations of systems
depending on the environment and organizational demands.

Communications device 504 may enable connectivity
between the processing devices 502 in each of the systems
910 and 970 and the network 550 by encoding data to be sent
from the processing device 502 to another system over the
network 550 and decoding data received from another system
over the network 550 for the processing device 502.

In an embodiment, memory 503 may contain different
components for retrieving, presenting, changing, and saving
data and may include the computer readable medium 515.
Memory 503 may include a variety of memory devices, for
example, Dynamic Random Access Memory (DRAM), Static
RAM (SRAM), flash memory, cache memory, and other
memory devices. Additionally, for example, memory 503 and
processing device(s) 502 may be distributed across several
different computers that collectively comprise a system.

Processing device 502 may perform computation and con-
trol functions of a system and comprises a suitable central
processing unit (CPU). Processing device 502 may include a
single integrated circuit, such as a microprocessing device, or
may include any suitable number of integrated circuit devices
and/or circuit boards working in cooperation to accomplish
the functions of a processing device. Processing device 502
may execute computer programs, such as object-oriented
computer programs, within memory 503.

The foregoing description has been presented for purposes
of illustration and description. It is not exhaustive and does
not limit embodiments of the invention to the precise forms
disclosed. Modifications and variations are possible in light
of'the above teachings or may be acquired from the practicing
embodiments consistent with the invention. For example,
although the data analysis system 910 is shown as a separate
system from the second system 970, in some instances the
data analysis system 910 and the second system 970 may be
functionally integrated into a single system.

We claim:

1. A method for analyzing business intelligence data com-

prising the following steps:

a. displaying a plurality of chips in a chip selection area,
each representing a function to be applied to the business
intelligence data;

b. responsive to a chip selection from the chip selection
area, instructing a system to apply the function associ-
ated with the selected chip to the business intelligence
data and transmit a result;

c. displaying a plurality of data points of the result received
from the system in a result window;

d. responsive to a data point selection from the displayed
result, modifying the functions in at least some of the
plurality of chips by limiting the respective functions to
the data point selection;

e.responsive to at least one of a chip selection from the chip
selection area and a data point selection from the dis-
played result, repeating steps a to d using those chips
having modified functions as the displayed plurality of
chips;

f. displaying, in an analysis path, each of the chips selected
from the chip selection area in a sequential order of
selection;
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g. responsive to a chip selection from the analysis path,
redisplaying the plurality of data points of the result
associated with the selected chip from the analysis path
in the result window;

h. responsive to a data point selection from the redisplayed
data points, modifying each of the functions in each of
the chips in the analysis path following the selected chip
according to the data point selection from the redis-
played data points and then instructing the system to
calculate an updated result in each of the chips in the
analysis path following the selected chip, wherein the
analysis path includes an arrangement of adding a chip
to the analysis path and the chips in the chip selection
area are displayed in response to an activation of the
arrangement; and

i. subdividing a user interface screen into at least a first
section and a second section, wherein the first section
displays the analysis path and the second section dis-
plays the chip selection area in response to the activation
of the chip adding arrangement, and then replaces the
chip selection area with the result window after a chip is
selected from the chip selection area.

2. The method of claim 1, wherein the repeating of the
above steps includes more than one repetition and the modi-
fying of the functions in each repetition consists of further
limiting the respective functions to each additional data point
selection.

3. The method of claim 1, wherein the data point selection
includes a selection of one data point.

4. The method of claim 1, wherein the data point selection
includes a selection of more than one data point.

5. The method of claim 1, wherein at least some chips
include a pictorial representation of the function associated
each chip.

6. The method of claim 5, wherein the pictorial represen-
tation includes an exemplary graphical output format.

7. The method of claim 5, wherein the pictorial represen-
tation of a respective chip is displayed in the analysis path and
depicts a result of applying the function associated with the
respective chip.

8. The method of claim 7, wherein the pictorial represen-
tation of the respective chip is updated to depict a data point
selection from the depicted result.

9. The method of claim 1, further comprising:

subdividing into at least the first section, the second sec-
tion, and a third section displaying a timeframe includ-
ing a selectable start date and a selectable end date; and

limiting the business intelligence data to data between the
selectable start date and the selectable end date selected
in the timeframe.

10. The method of claim 9, wherein the displayed time-
frame includes a timeline having a moveable visual indicator
for adjusting each of the selectable start date and the select-
able end date.

11. The method of claim 1, wherein the data points of at
least one result are displayed in the result window in a picto-
rial format including a visual indication of selectable data
points.

12. The method of claim 11, wherein the pictorial format is
at least one of a graphical format, a map format, and a chart
format, and a visual representation of a selectable data point
changes in response to a selection of the selectable data point.

13. A non-transitory computer readable medium compris-
ing stored instructions that, when executed by a processing
device, cause the processing device to:
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a. display a plurality of chips in a chip selection area, each
representing a function to be applied to the business
intelligence data;
b. responsive to a chip selection from the chip selection
area, instruct a system to apply the function associated
with the selected chip to the business intelligence data
and transmit a result;
c. responsive to a chip selection from the chip selection
area, display a plurality of data points of the result
received from the system in a result window;
d. responsive to a data point selection from the displayed
result, modify the functions in at least some of the plu-
rality of chips by limiting the respective functions to the
data point selection;
e.responsive to at least one of a chip selection from the chip
selection area and a data point selection from the dis-
played result, repeat steps a to d using those chips having
modified functions as the displayed plurality of chips;
f. display, in an analysis path, each of the chips selected
from the chip selection area in a sequential order of
selection;
g. responsive to a chip selection from the analysis path,
redisplay the plurality of data points of the result asso-
ciated with the selected chip from the analysis path in the
result window; and
h. responsive to a data point selection from the redisplayed
data points, modify each of the functions in each of the
chips in the analysis path following the selected chip
according to the data point selection from the redis-
played data points and then instruct the system to calcu-
late an updated result in each of the chips in the analysis
path following the selected chip wherein the analysis
path includes an arrangement for adding a chip to the
analysis path and the chips in the chip selection area are
displayed in response to an activation of the arrangement
and
wherein the stored instructions further cause the process-
ing device to: subdivide a user interface screen into at
least a first section and a second section, wherein the first
section displays the analysis path and the second section
displays the chip selection area in response to the acti-
vation of the chip adding arrangement, and then replaces
the chip selection area with the result window after a
chip is selected from the chip selection area.
14. A system comprising:
a processing device;
a communications device coupled to a communications
network;
auser interface module providing instructions executed by
the processing device for:
displaying a plurality of chips in a chip selection area,
each chip representing a function to be applied to the
business intelligence data;

detecting a chip selection from the displayed chip selec-
tion area:
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displaying a plurality of data points of a result received
from a second system in a result window;

detecting a data point selection from the displayed result
in the result window;

displaying, in an analysis path, each of the chips selected
from the chip selection area in a sequential order of
selection; and

detecting a chip selection from the analysis path;

an analytical module capable of:

responsive to the detection of the chip selection from the
chip selection area, instructing the second system
over the communications network via the communi-
cations device to apply the function associated with
the selected chip to the business intelligence data and
transmit the result;

responsive to the detection of the data point selection
from the displayed result, modifying the functions in
at least some of the plurality of chips by limiting the
respective functions to the data point selection;

responsive to the detection of the chip selection from the
analysis path, triggering a redisplaying of the plural-
ity of data points of the result associated with the
selected chip from the analysis path in the result win-
dow; and

responsive to a data point selection from the triggered
redisplay of data points, modifying each of the func-
tions in each of the chips in the analysis path follow-
ing the selected chip according to the data point selec-
tion from the triggered redisplay of data points and
then instructing the second system to calculate an
update result in each of the chips in the analysis path
following the selected chip, wherein the analysis path
includes an arrangement for adding a chip to the
analysis path and the chips in the chip selection area
are displayed in response to an activation of the
arrangement and

wherein the instructions further cause the processing

device to: subdivide a user interface screen into at least
a first section and a second section, and wherein the first
section displays the analysis path and the second section
displays the chip selection area in response to the acti-
vation of the chip adding arrangement, and then replaces
the chip selection area with the result window after a
chip is selected from the chip selection area.

15. The system of claim 14, wherein the user interface
module includes instructions for displaying the data points of
at least one result in a pictorial format in the result window.

16. The system of claim 15, wherein the pictorial format is
at least one of a graphical format, a map format, and a chart
format, and includes a visual representation of at least one
selectable data point that changes in response to a selection of
the at least one selectable data point.
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